Panasonic

The PT-D5000LS is not equipped with a lens.

Product Number : PT‘DSOOOS/DSOOOLS

Product Name : DLP™ Projectors

As of April 2009. Specifications subject to change without notice.
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DLP™ Projectors

PT-D5000S/D5000LS

Specifications

Main Unit
Power supply:

Power consumption:

DLP™ chip:

Lens:

Lamp:
Screen size:
Brightness*?:

North America:
Europe:
North America:

Europe:

Panel size:

Display method:

Pixels:
PT-D5000S:
PT-D5000LS:

Center-to-corner uniformity*:

Contrast*?:
Resolution:

Scanning frequency:

Optical axis shift:

DVI-D:
RGB:

YPBPR (YCBCR):

S-Video/Video:

Keystone correction range:

Installation:
Terminals*2:

DVI-D IN:

RGB 1 IN:
R, G, B:

Y, PB, Pr:

RGB 2 IN:
R, G, B:

Y, PB, PRr:

120 V AC, 50/60 Hz

220-240 V AC, 50/60 Hz

610 W (640 VA) (Standby mode eco**: 0.2 W, Standby mode normal:

8 W. Both with fan stopped.)

600 W (670 VA) (Standby mode eco**: 0.3 W, Standby mode normal:

9 W. Both with fan stopped.)

0.7" diagonal (4:3 aspect ratio)

DLP™ chip x 1, DLP™ system

786,432 (1,024 x 768) x 1, total of 786,432 pixels

Powered zoom/focus lenses (1.8-2.4:1), F 1.7-2.0, f 25.6-33.8 mm

Optional poweredzoom/focus lenses

240 W UHM lamps (x 2) (dual lamp system)

50-600 inches (50-200 inches with the ET-DLEO055), 4:3 aspect ratio

5,000 lumens (dual lamp)

90%

1,000:1 (full on/full off)

1,024 x 768 pixels (Input signals that exceed this resolution will be

converted to 1,024 x 768 pixels.)

Horizontal: 15-91 kHz, Vertical: 50-85 Hz,Dot clock: 162 MHz or lower

Horizontal: 15-91 kHz, Vertical: 50-85 Hz,Dot clock: 150 MHz or lower

525i (480i): fv 15.75 kHz; fv 60 Hz,

625i (576i): fr 15.63 kHz; fv 50 Hz,

525p (480p): fH 31.50 kHz; fv 60 Hz,

625p (576p): fH 31.25 kHz; fv 50 Hz,

750 (720)/60p: fH 45.00 kHz; fv 60 Hz,

750 (720)/50p: fH 37.50 kHz; fv 50 Hz,

1035/60i: fH 33.75 kHz; fv 60 Hz,

1125 (1080)/60i: fn 33.75 kHz; fv 60 Hz,

1125 (1080)/50i: f1 28.13 kHz; fv 50 Hz,

1080/25p: fH 28.13 kHz; fv 25 Hz,

1080/24p: fH 27.00 kHz; fv 24 Hz

1080/24sF: fH 27.00 kHz; fv 48 Hz,

1080/30p: fH 33.75 kHz; fv 30 Hz

1080/60p: fH 67.50 kHz; fv 60 Hz,

1080/50p: fH 56.25 kHz; fv 50 Hz

Horizontal: 15.75/15.63 kHz, Vertical: 50/60 Hz,

(NTSC, NTSC4.43, PAL, PAL60, PAL-N, PAL-M, SECAM)

Vertical: +50% (powered), horizontal: £10% (powered)

Vertical: +40° (+30° with the ET-DLEO55)

Ceiling/floor, front/rear

DVI-D 24-pin x 1, DVI 1.0 compliant, HDCP compatible, for single link

only
480p, 576p, 720/60p, 720/50p, 1080/60i, 1080/50i, 1080/24p,
1080/24sF, 1080/25p, 1080/30p, 1080/60p, 1080/50p,
VGA (640 x 480)-WUXGA** (1,920 x 1,200), compatible with non-
interlaced signals only, dot clock: 25-162 MHz

BNC x 5

R: 0.7 Vp-p, 75 ohms,

G: 0.7 Vp-p (G: 1.0 Vp-p for sync on G), 75 ohms,

B: 0.7 Vp-p, 75 ohms

HD/VD, SYNC: High impedance, TTL (positive/negative), 75 ohms

Y: 1.0 Vp-p (including sync signal), Ps/Pr: 0.7 Vp-p, 75 ohms

NOTE: HD/SYNC, and VD terminals do not accept tri-level sync signals.

D-sub HD 15-pin x 1

R: 0.7 Vp-p, 75 ohms,

G: 0.7 Vp-p (G: 1.0 Vp-p for sync on G), 75 ohms,

B: 0.7 Vp-p, 75 ohms

HD/VD, SYNC: High impedance, TTL (positive/negative), 75 ohms

Y: 1.0 Vp-p (including sync signal), Ps/Pr: 0.7 Vp-p, 75 ohms
NOTE: HD/SYNC, and VD terminals do not accept tri-level sync signals.
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DLP™ Projectors PT‘DSOOOS/D5000LS

VIDEO IN: BNC x 1, 1.0 Vp-p, 75 ohms
S-VIDEO IN: Mini DIN 4-pin x 1, Y: 1.0 Vp-p, C: 0.286 Vp-p, 75 ohms
SERIAL IN: D-sub 9-pin x 1 (RS-232C compliant) for external controller
SERIAL OUT: D-sub 9-pin x 1 for link control
REMOTE 1 IN: M3 jack x 1 for wired remote control
REMOTE 1 OUT: M3 jack x 1 for link control
REMOTE 2 IN: D-sub 9-pin x 1 for external control (parallel)
LAN: RJ-45 x 1 for network connection, 10Base-T/100Base-TX, compliant
with PJLink™
Power cord length: 3.0 m (9'10
Cabinet materials: Molded plastic
Dimensions (W x H x D): PT-D5000S: 498 mm x 175 mm** x 440 mm*° (19-19/32" x 6-7/8" ** x 17-5/16" *%)
(with supplied lens)
PT-D5000LS: 498 mm x 175 mm** x 432 mm (19-19/32" x 6-7/8" ** x 17")
(without lens)
Weight: PT-D5000S: Approx. 16.0 kg (35.3 Ibs)(with supplied lens)
PT-D5000LS: Approx. 15.2 kg (33.5 Ibs)(without lens)
Operating temperature: 0°-45°C (32°-113°F)
Operating humidity: 20%-80% (no condensation)
Remote Control Unit
Power supply: 3 V DC (AA battery x 2)
Operation range**: Approx. 30 m (98.4 feet) when operated from directly in front of the
signal receptor
Dimensions (W x H x D): 51 x 176 x 23 mm (2" x 6-15/16" x 29/32")
Weight: 134 g (4.7 oz) (including batteries)
Supplied Accessories Power cord, Wireless/wired remote control unit, Batteries for remote

control (x 2), Wire rope

Optional Accessories

Zoom lens (1.3-2.0:1) ET-DLE150
Zoom lens (2.4-3.7:1) ET-DLE250
Zoom lens (3.7-5.6:1) ET-DLE350
Zoom lens (5.5-8.9:1) ET-DLE450
Fixed-focus lens (0.8:1) ET-DLEO55
Ceiling mount bracket: ET-PKD56H (for high ceilings)

ET-PKD55S (for low ceilings)

Weights and dimensions shown are approximate. Specifications subject to change without notice.

*1 In Standby mode eco, LAN-based network functions such as the standby ON function will not operate.

*2 Measurement, measuring conditions, and method of notation all comply with ISO 21118 international standards.
*3 The HD/SYNC and VD inputs do not accept the tri-level sync signal.

*4 With legs at shortest position.

*5 Including the supplied lens.
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DLP™ Projectors

PT-D5000S/D5000LS

Dimensions
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NOTE: This illustration is not drawn to scale.
The illustration shows the PT-D5000S.
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DVI-D input 11 Serial output

LAN connector
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PT-D5000S/D5000LS

Standard setting-up position (when installed using the ET-PKD56H)

DLP™ Projectors

*1 When the lens protrudes to the maxi-
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NOTE: This illustration is not drawn to scale.

Caution:

* All construction work should be done by a qualified technician.

e When mounting to the ceiling, use the special mounting bracket. To prevent the projector from swaying or drop-
ping, attach the wire that is included with the projector between the mounting bracket and the ceiling.
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DLP™ Projectors

PT-D5000S/D5000LS

Projection distance for 4:3 aspect ratio screen

Unit: millimeters

Screen Distance to screen (L) Height from the edge
size - of screen to
(inch, Zoom Fixed-focus center of lens (H)
diagonal) p1_piE150  supplied lens  ET-DLE250 ET-DLE350 ET-DLE450  ET-DLEO55 Zoom Fixed-
Zoom lens Zoom lens Zoom lens Zoom lens Fixed-focus lenses flgﬁgf
min. max. min.  max. min.  max. min.  max. min. max. lens
50 1,344 1,967 1,785 2,376 2,361 3,777 3,713 5,681 5,525 8,912 808 0- 381 381
60 1,623 2,370 2,155 2,864 2,850 4,548 4,483 6,844 6,690 10,754 979 0 - 457 457
70 1,903 2,773 2,525 3,352 3,338 5,319 5,253 8,007 7,855 12,596 1,150 0- 533 533
80 2,183 3,177 2,895 3,840 3,826 6,090 6,023 9,170 9,020 14,438 1,322 0- 610 610
90 2,462 3,580 3,265 4,328 4,315 6,861 6,792 10,333 10,186 16,280 1,493 0- 686 686
100 2,742 3,983 3,635 4,816 4,803 7,633 7,562 11,496 11,351 18,123 1,664 0- 762 762
120 3,301 4,790 4,375 5,792 5,779 9,175 9,101 13,823 13,681 21,807 2,006 0- 914 914
150 4,140 6,000 5,485 7,256 7,244 11,489 11,411 17,312 17,177 27,333 2,519 0 - 1143 1143
200 5,537 8,016 7,335 9,696 9,686 15,344 15,259 23,127 23,004 36,544 3,375 0-1,524 1,524
250 6,935 10,033 9,185 12,136 12,127 19,200 19,108 28,943 28,830 45,755 - 0 -1,905 -
300 8,333 12,049 11,035 14,576 14,568 23,056 22,956 34,758 34,656 54,966 - 0 - 2,286 -
400 11,129 16,082 14,735 19,456 19,451 30,768 30,653 46,389 46,309 73,387 - 0 - 3,048 -
500 13,924 20,115 18,435 24,336 24,334 38,480 38,350 58,020 57,961 91,809 - 0 - 3,810 -
600 16,720 24,148 22,135 29,216 29,217 46,192 46,047 69,651 69,614 110,231 - 0 - 4,572 -
Unit: feet
Screen Distance to screen (L) Height from the edge
size - of screen to
(inch, Zoom Fixed-focus center of lens (H)
diagonal)  £1.p)E150  Supplied lens  ET-DLE250 ET-DLE350 ET-DLE450  ET-DLEOS5 Zoom Fixed-
Zoom lens Zoom lens Zoom lens Zoom lens Fixed-focus lenses flgﬁgf
min.  max. min.  max. min.  max. min.  max. min.  max. lens
50 4.5 6.5 5.9 7.8 7.8 12.4 12.2 18.7 18.2 29.3 2.7 0.0- 1.3 1.3
60 5.4 7.8 7.1 9.4 9.4 15.0 14.8 22.5 22.0 35.3 3.3 0.0- 15 1.5
70 6.3 9.1 8.3 11.0 11.0 17.5 17.3 26.3 25.8 41.4 3.8 0.0- 1.8 1.8
80 7.2 10.5 9.5 12.6 12.6 20.0 19.8 30.1 29.6 47.4 4.4 0.0- 21 2.1
90 8.1 11.8 10.8 14.2 14.2 22.6 22.3 34.0 33.5 53.5 4.9 0.0- 23 2.3
100 9.0 13.1 12.0 15.9 15.8 25.1 24.9 37.8 37.3 59.5 5.5 0.0- 25 2.5
120 10.9 15.8 14.4 19.1 19.0 30.2 29.9 45.4 44.9 71.6 6.6 0.0- 3.0 3.0
150 13.6 19.7 18.0 23.9 23.8 37.7 37.5 56.8 56.4 89.7 8.3 0.0- 3.8 3.8
200 18.2 26.3 24.1 31.9 31.8 50.4 50.1 75.9 75.5 119.9 11.1 0.0- 5.0 5.0
250 22.8 33.0 30.2 39.9 39.8 63.0 62.7 95.0 94.6 150.2 - 0.0- 6.3 -
300 27.4 39.6 36.3 47.9 47.8 75.7 75.4 1141 113.8 180.4 - 0.0- 75 -
400 36.6 52.8 48.4 63.9 63.9 101.0 100.6 152.2 152.0 240.8 - 0.0 - 10.0 -
500 45.7 66.0 60.5 79.9 79.9 126.3 1259 190.4 190.2 301.3 - 0.0 - 12,5 -
600 54.9 79.3 72.7 95.9 95.9 151.6 151.1 228.6 228.4 361.7 - 0.0 - 15.0 -

« The value for L (distance to screen) varies within +5% depending on the zoom lens characteristics.

« At the shortest projection distance, the zoom lens characteristics may cause slight image distortion.

= When vertical keystone correction is used, the image is corrected in the direction that reduces its projected size.

« The brightness varies depending on the zoom setting.
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